
  AMENDEMENT no.1   Dt.  22.11.2019 

    Tender no. BL/CFS/MUM/674  DT.09.11.2019   : SUPPLY, INSTALLATION & 

COMMISSIONING OF 1 NOS.      OF 5MT   DIESEL OPERATED FORK LIFTS AT OUR   

CONTAINER FREIGHT STATION AT DRONAGIRI,NAVI MUMBAI 

 
 
 

Sr. No. As per NIT Amendment 

1. Rated Capacity 5000 Kg at 600mm LC and 
4250 Kgs @ height of 4200mm at 
600mm LC 

Rated Capacity 5000 Kg at 600mm LC and 
4250 kgs to 4300 Kgs @ height of 4000 
mm to 4200mm at 600mm LC 

2. Mast HVT2100 : Triplex Mast Free Fork 
Height : 1310 mm 

Mast HVT2100 : Triplex/Two stage  Mast 
Free Fork Height : 1310 mm 

3. Overall Mast Height : 2100 mm Overall 
Mast Height with LBR : 5640 mm 

Overall Mast Height : 2100 mm to 2200 
mm Overall Mast Height with LBR : 5500 
to 6200 mm 

4. Maximum Fork Height : 4200 mm Tilt 
angle (Forward/Backward) : 6/6 Deg. 

Maximum Fork Height : 4000 mm to 4200 
mm Tilt angle (Forward/Backward) : 6/6 
Deg 

5 Major Dimensions Length to Face of 
forks : 3250 mm Turning Radius : 3000 
mm 

Major Dimensions Length to Face of forks 
:3100 mm to 3250 mm Turning Radius : 
3000 mm  

6 Overall width : 1760 mm Canopy Height : 
2150 mm 

Overall width : 1270 mm to 1760 mm 
Canopy Height :  2000 m to 2150 mm 

8. Fork Spread : 330 - 1510 mm Fork Spread : 250 - 1560 mm 

10. Lowering Speed : L/UNL : 450/350 MM/S 
Gradability : L/UNL : 17/24% 

Lowering Speed : L/UNL : 450/350 MM/S 
Gradability : L/UNL : 17/24% or 18/18 % 

12. Transmission Fluid Coupling – No. of 
Speeds – 2FWD/2REV – Mechanical gear 
shifting 

Transmission Fluid Coupling or Automatic 
Transmission  – No. of Speeds – 
2FWD/2REV – Mechanical gear shifting 

   

 


